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BT-12M17AC(12V17AH) Cell Technology: Lead Acid (Gel) Region: China: Model no. : get a quote. The
minimum quantity order is a 20Ft container. Minhua Company Lead Acid (Gel) Battery Capacity, Prices,
Reviews. Inventory not available. Join our waitlist; Battery Features. BT-12M17AC(12V17AH) ...
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?c Quy SAITE BT-12M17AC 12V-17AH (?c quy VRLA) Th&#244;ng s? c? b?n. 2i7n &#225;p: 12VDC;
Dung 1?7?2ng: 17Ah; K&#237;ch th?2c(LXWxXHXTH mm): 182x77x166x166; Kh? [?2ng: 5.25Kg; Terminal
Type: FO6/F13/T03; ?ng D?ng: 2c Quy SAITE BT-12M17AC 12V-17AH. H? th?ng ngu?n DC; H? th?ng
UPS/ESP; H?th?ng thi?t b? 27n ...

12v4ah?bt-12m4.0ac? 12v12ah?bt-12m12ac? 12v7ah?ot-12m7.0at? bt-12m33ac?12v33ah?
12v5ah?bt-12m5.0ac? bt-12m1.3at?12v1.3ah? 12v14ah?bt-12ml4ac? bt-12m10ac?12v10ah?
bt-12m24at(w)?12v24ah? 12v2.2ah?bt-12m2.2at? bt-12m17ac?12v17ah? bt-12m24at?12v24ah?

?C QUY SAITE BT12M17AC 12V 17AH Model : BT-12M17AC 27n &#225;p: 12VDC Dung 1?72ng: 17Ah
K&#237;ch th??2c(LXWxHXTH): 182x77x166x166 (mm) Kh? [?7?7ng: 5.25Kg ?C QUY SAITE BT12M17AC
12V 17AH TH&#212;NG S? K? THU?T T&#234;n Modsd! ...

B&#236;nh 2c quy SAITE BT-12M17AC (12V17AH) B&#236;nh ?c quy SAITE BT-12M17AC (12V17AH)
th??ng ??7c s? d?ng cho B? L2u 2A7n UPS, Vi™n Th&#244;ng, Ngu?n D? Ph&#242;ng, Inverter, .... NH?NG
212U C?N BI?T V2?2 TH?NG HI?U ?2C QUY SAITE

B&#236;nh ?c quy 12V-17AH m&#227; BT-12M17AC h&#224;ng ch&#237;nh H&#227;ng Saite ?ng d”ng
trong vi?c 12u tr? 2A?2n n?ng trong c&#225;c thizt b? quan trong nh? UPS, ngu?n DC... Danh m?c 22U
H&#210;A CH&#205NH X&#193;C ?C QUY B? L?2U A?N CAMERA AVIGILON & SN PH™M
KH&#193;C C&#193;P 21”N SN PH?M T? AN

BT-12M17AC [12V17Ah] Genera Features oDesigned floating charging service life: 8 years (25& #186;C).
0Sealed and maintenance free operation. oSafety valve installation for explosion proof. oLow self-discharge
characteristic, approx. 3% of capacity per month at 20& #186;C (average).
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